Operating Instructions 


@) J-TECH DIGITAL 


Website: www.jtechdigital.com 
Toll Free: 1-888-610-2818 
Email: support@jtechdigital.com 


USER MANUAL 


J-Tech Digital® Premium Quality HDMI 2.1CH/5.1CH Audio Extractor 
Model: JTDAT5CH 


JTD-ID: 80 


| Introduction 


Thank you for purchasing this product. J-Tech Digital products offer cost effective AV solutions to any scenario, 


including security, home, commercial and live applications. 


The J-Tech Digital Premium Quality HDMI to HDMI + Audio Extractor is the perfect component for any home 


entertainment system. With this extractor, you can play content from a 1080p source device using HDMI. The audio signal is 
extracted to 2 outputs, digital optical SPDIF (Toslink®) and RCA audio output, for separate processing on an external 
amplifier or AV receiver. At the same time, all three signals of the HDMI input -- video, audio, and data -- get output through 
the HDMI output. The HDMI input and output support resolutions up to 1080p @ 60Hz and computer resolutions up to 1920 


x 1080. 
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HDMI Input - 1080p @ 60hz 

HDMI Output - 1080p @ 60hz 
SPDIF Output — Toslink/Optical 

2 CH Output- RCA 

Pass Through — HDMI Output Only 
DC 5V/1A Power Supply 


Required for Operation for Operation 


2 x HDMI Cables (version 1.4 or better) 
1 x Toslink/Optical Cable 

1 x RCA Cable 

5V/1A Power Supply 


| Panel Descriptions Descriptions 


Front 


DC5V: 5V DC Power Adapter Port 
PWR: Power Status LED 
HDMI IN: HDMI Input Port 
SWITCH: Audio EDID Switch 
PASS: HDMI pass mode. The audio and video EDID comes from the HDMI output device. 
SPDIF and L/R no output. 
2CH: 2 channel stereo mode. The HDMI / SPDIF and L/R output stereo audio. 
5.1CH: 5.1 channel mode. The HDMI / SPDIF output 5.1 channel audio, L/R no 


output. 


Rear 
HDMI OUT: HDMI Output Port 
LED: HDMI Output Status LED 
SPDIF: SPDIF Optical Output Port 
L/R: Analog RCA Output Ports 


Installation 


For optimal performance, please read these instructions carefully. 


1. Using an HDMI cable, connect the source device to the HDMI input port of the audio extractor. 
2. Using the 2"¢ HDMI cable, connect the HDMI output of the extractor to your display’s HDMI input port. 
3. Make sure to place the audio switch to the correct EDID setting (Pass, 2CH, 5.1 CH) 
a. ‘Pass’ passes the EDID information of your display connected to the HDMI Output Port 
Using the audio cable (Toslink or RCA), connect the audio output of the audio extractor to your device’s audio input. 
Plug in the provided power supply to an available wall outlet and the corresponding 5V DC Power Adapter Port 


Power on source device. Check to make sure the resolution/refresh rate matches our specifications. 
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Power on display. Check to make sure the resolution/refresh rate matches our specifications. 


| Specifications | 


Supported HDMI Resolution.................::ccccccecesceeeeneeeeeneesseeeeseneeeseneeeseneesseneeess 1080p/1080i/720p/576p/576i/480p/480i 
SUPPOMEOREMOSH ale Sir pips ruecsass cacai he latad baseaers teen rata teat ah aude ides au alah elainl syltendaieesh dora Matiea ata dudes 24/50/60fps 
E\UTo| (a) @ 1) 0 | nnn nee oor Met ae eee ee Meo ee cn ee te 2 CH - PCM; 5.1 CH - Dolby Digital/DTS 
Wax BOG WIGH.2.c,cenlsen cece: users sececonsenten seawetcci reduce paunaga tease eelaseeacocane son Sedu i seszed ac ees ends ewes eae 225MHz 
Max Baud Rate. cacossecsiaeicsscacarannien dharsens eiawedecosenicntioes Mieke aNN ae e Re Ina 6.7Gbps 
INPUUORTOUT MDS: Sth s 5.4 sitaec anna tesaaeseheatacah eatetas cdesdiys asdaadenanonttandaheeainan caress: 0.5 — 1.5 Volts pp(ttl) 
InpUlOUTpE DOG SiGnall je iasnas-cesevirn ual tieeeaaG ess coat cogs ees acts Uentay etae onl chueiits aia svheas een cnan checker ectpedenatataaisdiatauonae 5 Volts ppi(ttl) 
Input/Output Cable DiStaniGe yc.cazuscor scat uedaicudv ave aerucevaienscdsie dee genta cammanalnay nt < 30ft 26AWG HDMI v1.4 
MWe CUNT sch ete ote sateen rede caciccah ea tesla State aa an catch leat Dae data aea aetna re Dela etna ented ld aban dal 500mA 
POWGR Aa DIG 0 sucks cscesit stress scexsvseca & Sle pnoetencoateumes uence Input - AC(50/60Hz) 100V-240V; Output - DC 5V/1A 
Operating: Temperature : RANGE sac oct wciatact cute aedarigecneveenerasseusa tes axcaenaserc aay alent entegen asian dthenasatiuateannenad 5°F to 131°F 
Operating MUMIA RANG C sec niesy tebe coccinea sts Nate ceetad sal ales ty ek ea SU Ue a bee ede eur hE ake eue onto tates 5 to 90% RH 
DIMORSIONS (LUA Ti) cuss eevee stat ses chee stock bos obec aed See esi oh cena salaries oll al ule sag eet niN batt: bale 3.5 inx 3 in x 1 in 
VII est vce oat SE tale a teak haan eet acd ieueia baal cele tee heehee vided dnd varia dukes ctea verbal ce vedas 5 0Z 


Scan this QR code using your smartphone to Have more questions? Scan this QR code using 
view the full J-Tech Digital Product Lineup! your smartphone to contact us! 


www.jtechdigital.com 


J-Tech Digital® 
12803 Park One Drive 
Sugarland, TX 77478 


Product pictures are for reference only. 

Specifications, pictures & software described herein are subject to change without prior notification. 

Only use the provided power supply when operating this unit. J-Tech Digital® is not responsible for any damage due to customer neglect. 
All trademarks are the sole property of their respective companies. 

Copyright ©J-Tech Digital, Inc. All rights reserved. 


